Skip to main content





Search
Menu	 [image: Global Systems Group]
	Search

	Mattress Machinery	Back

	View All

		Quilting Equipment
	Quilting Machines
	Panel-Cutting Machines


		Sewing Room
	Flange Machines
	Ruffler Machines
	Border Machines
	Binding Machines
	Zipper Sewing Machines
	Label and Repair Machines
	Handle Machines
	Blindstitch Machines
	Gusset Makers
	Miter


		Packaging
	Standard Packaging Machines
	Roll-Pack Machines


		Tape Edge
	Tape Edge Machines


		Foam-Based Equipment
	XT9 Stitch Bridge Machines
	Foam and Foam-Encased Mattress Machines
	Glue-Line Machines
	Cushion Filling Machines


		Specialized Systems
	Non-Standard Equipment
	Tufting machines
	Foundation Machines


		Conveyors and Work Aides
	Conveyors
	Material Handling Work Aides




	Brands	Back

	View All

		Gribetz International


		Porter International


		Galkin Automated Products


		Gateway Systems


		Spuhl Anderson


		Syd-Ren


		Teknomac


		Merello


		Waste-Exit




	Blog
	Customer Service
	Contact Us	Back

	View All

		GSG Locations





Close Menu
	GSG Home
	Mattress Machinery
	Sewing Room
	Blindstitch Machines
	PBS-700 Blindstitch Machine


PBS-700 Blindstitch Machine

[image: ]

	[image: ] 
	[image: ] 
	[image: ] 


Request more information »
	Downloads

	Product Brochure »

	Videos

	PBS-700 Blindstitch Machine »

X


The PBS-700 Blindstitch Machine features a unique three-point puller system and does a quality job of attaching a gusset to a panel. It includes top and bottom pullers located to the left of the needle and a puller directly behind the feed mechanism.
Features and Benefits
	Attaches gusset to panel
	Unique three-point puller system
	Top and bottom pullers located left of the needle
	Puller located directly behind the feed mechanism
	Electronic needle positioning
	Material: 3/8" – 6" (9.5 mm – 152 mm)
	Speed: 2100 rpm @ 4 spi
	Footprint: 48" × 20" (1.2 m × .5 m)
	Presser foot height: ¾" (19 mm)

Specifications
	Stitch Type	1 thread blindstitch
	Max Speed-rpm	2300
	Recommended Speed-rpm	2100
	Needle Type	251
	Needle Size	5 1/2
	Presser Foot Height	3/4" (19 mm)
	Auxiliary Feeding Device	3 point puller device
	Motor Type	Servo needle positioner
	Max. Thickness Capacity	3/8"- 6 " (9.5 mm -152 mm)
	Current	5 amps
	Air Pressure	80 psi
	Air Consumption (cfm)	2 cfm
	Weight (gross)	390 lbs. / 177 kg
	Shipping Dimensions	59" x 34" x 51" (150 x 86 x 130 cm)





GSG Parts Catalog
[image: ]Our catalog provides you with access to genuine Gribetz and Porter International mattress machinery parts. Using genuine parts helps reduce downtime and ensure a low-cost parts and service solution for the life of your machine.
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