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The PAH-300 is a handle strap machine that utilizes a single-needle or multi-needle chainstitch sewing head. It features an automatic winder, automatic thread break detectors, and material run-out detection. It accepts ¼” (6.4mm) material. PAH-300 operates at a speed of 3000rpm and yields 42 +/- 10” handles per minute.
Features and Benefits
	Single needle or multi-needle chainstitch sewing head
	Automatic winder
	Automatic thread break and material run-out detection
	Material: ¼"e; (6.4 mm)
	Speed: 3000 rpm @ 6 spi
	Footprint: 35"e; x 102" (.88 m x 2.6 m)
	Yield: 42+/- 10" handles/minute

Specifications
	Stitch Type	3 needle chainstitch
	Std Folder	2" Width/Ctr Seam
	Max Speed-rpm	3000
	Recommended Speed-rpm	2000
	Needle Type	62 x 59
	Needle Size	23
	Needle Height	11 mm
	Presser Foot Height	8 mm
	Aux Feed Device	Integral puller
	Motor Type	Electronic needle positioner
	Max. Thickness Capacity	6mm/quilted pkg
	Voltage	220 VAC
	Yield	42+/- 10" handles/minute
	Current (amps)	5
	Air Pressure (psi)	80
	Air Consumption (cfm)	0.5 CFM
	Weight (gross)	890 lbs (403 kg)
	Shipping Dimensions	99" x 51" x 79" (2.5 x 1.3 x 2 m)
	Footprint	35" × 102" (.88 m × 2.6 m)





GSG Parts Catalog
[image: ]Our catalog provides you with access to genuine Gribetz and Porter International mattress machinery parts. Using genuine parts helps reduce downtime and ensure a low-cost parts and service solution for the life of your machine.
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